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Department of Energy § 850.3

APPENDIX A TO PART 850—CHRONIC BERYL-
LIUM DISEASE PREVENTION PROGRAM IN-
FORMED CONSENT FORM.

AUTHORITY: 42 U.S.C. 2201(i)(3), (p); 29
U.S.C. 668; E.O. 12196, 3 CFR 1981 comp., p. 145
as amended.

SOURCE: 64 FR 68905, Dec. 8, 1999, unless
otherwise noted.

Subpart A—General Provisions
§ 850.1 Scope.

This part establishes a chronic beryl-
lium disease prevention program
(CBDPP) that supplements and is inte-
grated into existing worker protection
programs that are established for De-
partment of Energy (DOE) employees
and DOE contractor employees.

§ 850.2 Applicability.
(a) This part applies to:
(1) DOE offices responsible for oper-

ations or activities that involve
present or past exposure, or the poten-
tial for exposure, to beryllium at DOE
facilities;

(2) DOE contractors with operations
or activities that involve present or
past exposure, or the potential for ex-
posure, to beryllium at DOE facilities;
and

(3) Any current DOE employee, DOE
contractor employee, or other worker
at a DOE facility who is or was exposed
or potentially exposed to beryllium at
a DOE facility.

(b) This part does not apply to:
(1) Beryllium articles; and
(2) DOE laboratory operations that

meet the definition of laboratory use of
hazardous chemicals in 29 CFR
1910.1450, Occupational Exposure to
Hazardous Chemical in Laboratories.

§ 850.3 Definitions.
(a) As used in this part:
Action level means the level of air-

borne concentration of beryllium es-
tablished pursuant to section 850.23 of
this part that, if met or exceeded, re-
quires the implementation of worker
protection provisions specified in that
section.

Authorized person means any person
required by work duties to be in a regu-
lated area.

Beryllium means elemental beryllium
and any insoluble beryllium compound

or alloy containing 0.1 percent beryl-
lium or greater that may be released as
an airborne particulate.

Beryllium activity means an activity
taken for, or by, DOE at a DOE facility
that can expose workers to airborne be-
ryllium, including but not limited to
design, construction, operation, main-
tenance, or decommissioning, and
which may involve one DOE facility or
operation or a combination of facilities
and operations.

Beryllium article means a manufac-
tured item that is formed to a specific
shape or design during manufacture,
that has end-use functions that depend
in whole or in part on its shape or de-
sign during end use, and that does not
release beryllium or otherwise result in
exposure to airborne concentrations of
beryllium under normal conditions of
use.

Beryllium-associated worker means a
current worker who is or was exposed
or potentially exposed to airborne con-
centrations of beryllium at a DOE fa-
cility, including:

(1) A beryllium worker;
(2) A current worker whose work his-

tory shows that the worker may have
been exposed to airborne concentra-
tions of beryllium at a DOE facility;

(3) A current worker who exhibits
signs or symptoms of beryllium expo-
sure; and

(4) A current worker who is receiving
medical removal protection benefits.

Beryllium emergency means any occur-
rence such as, but not limited to,
equipment failure, container rupture,
or failure of control equipment or oper-
ations that results in an unexpected
and significant release of beryllium at
a DOE facility.

Beryllium-induced lymphocyte pro-
liferation test (Be-LPT) is an in vitro
measure of the beryllium antigen-spe-
cific, cell-mediated immune response.

Beryllium worker means a current
worker who is regularly employed in a
DOE beryllium activity.

Breathing zone is defined as a hemi-
sphere forward of the shoulders, cen-
tered on the mouth and nose, with a ra-
dius of 6 to 9 inches.

DOE means the U.S. Department of
Energy.
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